\‘\\\\"I”I"l,,’

LAB N° 0170

Tarkett SPA
Strada Sant'Anna 6 - 05035 Nami Scalo (TR)

CLASSIFICATION OF REACTION TO FIRE IN ACCORDANCE
WITH THE STANDARD UNI EN 13501-1:2009

This classification report defines the classification assigned to the product Linoleum floor, in
accordance with the procedures indicated in EN 13501-1: 2009

- Classification report number: N1368/18

- Product name or model: Linoleum Acoustic Cork xf* 15dB

Linosom Acoustic Cork xf> 15dB
Linoleum Acoustic Cork Essenza 15dB
Linosom Acoustic Cork Essenza 15dB
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LAB N° 0170

Classification report N1368/18

DETAILS OF THE CLASSIFIED PRODUCT

- Product description:

Linoleum floor

THICKNESS:
4,4 mm

MASS AREICA:
4600 g/ m2

MATERIALS MAKING THE PANEL:
- Linseed oil

- Colophony

- Wood

- Cork

- Calcium carbonate
- Tio2

- Pigments

- Juta

- Surface finish

- Adhesive

SURFACE TREATMENTS:
Surface finish with PU base ("xf2" products) or acrylic ("Essenza" products)
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LAB N° 0170

Classification report N1368/18

TEST REPORT AND TEST RESULTS

LABORATORY NAME CUSTOMER'S NAME | TEST EEPORT TEST MEHTOD
— : :
B - trasferimentaisenclogicn’ Tarkett SPA N1368/18 UNI EN ISO 9239-1:2010
innovazione s.c.ar.l.
1~ festBimbnio ecplogicn Tarkett SPA N1369/18 | UNIEN ISO 11925-2:2010
innovazione s.c.ar.l.
Risultati
Test method Parameter Number of tests | a ti ;
Verzgf:::tg:mus Compliance
Critical flow (kW/m?) 6,8 (-)
UNI EN 1SO 9239-1 i ohe Pt 3 s 5
UNI EN ISO 11925-2 Propagation of fire
exposure 15 s 150 mm 6 ¢) YES
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LAB N° 0170

Classification report N1368/18
CLASSIFICATION

This classification was performed in accordance with the UNI EN 13501-1: 2009 standard

Classificazione

Linoleum floor

Cc
fl
The additional classification, in relation to the production of smoke is:

s1

Behavior in the Fire Smoke production

Cn - 51

CLASSIFICATION OF REACTION TO FIRE: C - s1
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LAB N° 0170

Rapport de classification N1368/18

LIMITATIONS

Ce document de classification ne représente pas une homologation de type ou une certification de produit

La classification attribuée au produit dans ce rapport est appropriée pour une déclaration de conformité du
fabricant dans le systéme d'attestation de conformité et de marquage CE des produits de construction.

Le producteur a émis une déclaration qui est contenue dans un fichier. Il confirme que le processus de
production n'exige pas de processus, procédures ou éfats spécifiques (par exemple ignifugeants,
limitations du contenu organique ou ajout de charges) qui affectent la performance du feu afin d'obtenir la
classification déclarée. En conséquence, le fabricant déclare que le systéme d'attestation de conformité
est approprié.

Le laboratoire n'a pas joué un réle influent dans I'échantillonnage du produit a tester, méme s'il dispose de
références appropriées, fournies par le fabricant, afin de prouver la tragabilité de I'échantillon testé.

PREPARE PAR: |
Le technicien de laboratoire laboratoire |

(PAMPANIN Alberto) : dro)
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